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ACIDIC DETERGENT & RAIL DUST REMOVER

Description
RIDSTAIN is an safe acidic detergent formulated for the removal of rail dirt and dust from new vehicles. 
RIDSTAIN may also be used for the removal of paint oxidisation, and bore water staining off paintwork and glass.

Benefits
 9 Safe acidic formulation
 9 Safe to sue on glass, metals, paintwork and masonry
 9 Removes oxidisation off painted surfaces.

Where to Use
 9 Bore Water stain removal
 9 Red dirt staining removal 
 9 Concrete and tile cleaner
 9 Can be used on glass surfaces.

Directions
Bore Water Stain Removal – Use neat
Red Dirt Staining Removal (painted Surfaces) – Use Neat
Concrete and Tile Cleaner – Dilute 1 part RIDSTAIN to 2 parts water.
Heavy Vehicle  Acid Wash (Road Grime Removal) - Dilute 1 part RIDSTAIN to 3 parts water.

Warning
RIDSTAIN is corrosive. Avoid contact with skin and eyes, and breathing vapour or mist. Rubber or PVC gloves, 
eye protection, boots and aprons should be worn.

First Aid
If poisoning occurs contact a doctor or Poisons Information Centre. PH 13 11 26. For skin contact, remove 
contaminated clothing and wash area using copious amounts of water. If swallowed do not induce vomiting - give 
a glass of water and seek medical advice. For eyes, irrigate with water for 15 minutes and seek medical advice. 
For inhalation remove from contaminated area. Apply artificial respiration if not breathing.

Packaging
RIDSTAIN is available in 25 and 200 litre containers.
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